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MICRO SPOTTING DRILLS

1/8" SHANK
MICRO SPOTTING DRILLS

0.0050" - 0.1250" DIAMETER
Mirror Surface Finishes

Sub Micron Grain Carbide

Series 080

ØD

Ød

L1

L2

4 Facet Point Geometry

Uncoated AlTiN Coating Dimensions (in)
Point
AnglePart Number Stock Part Number Stock ØD+0.0000

–0.0003 Ød L1 L2

080-0050.90 Þ 080-0050L90 Þ 0.0050 1/8 1 1/2 0.025 90°

080-0100.90 Þ 080-0100L90 Þ 0.0100 1/8 1 1/2 0.035 90°

080-0150.90 Þ 080-0150L90 Þ 0.0150 1/8 1 1/2 0.045 90°

080-0200.90 Þ 080-0200L90 Þ 0.0200 1/8 1 1/2 0.050 90°

080-0312.90 Þ 080-0312L90 Þ 0.0312 1/8 1 1/2 0.090 90°

080-0625.90 Þ 080-0625L90 Þ 0.0625 1/8 1 1/2 0.200 90°

080-0938.90 Þ 080-0938L90 Þ 0.0938 1/8 1 1/2 0.200 90°

080-1250.90 Þ 080-1250L90 Þ 0.1250 1/8 1 1/2 0.200 90°

Uncoated AlTiN Coating Dimensions (in)
Point
AnglePart Number Stock Part Number Stock ØD+0.0000

–0.0003 Ød L1 L2

080-0050.130 Þ 080-0050L130 Þ 0.0050 1/8 1 1/2 0.025 130°

080-0100.130 Þ 080-0100L130 Þ 0.0100 1/8 1 1/2 0.035 130°

080-0150.130 Þ 080-0150L130 Þ 0.0150 1/8 1 1/2 0.045 130°

080-0200.130 Þ 080-0200L130 Þ 0.0200 1/8 1 1/2 0.050 130°

080-0312.130 Þ 080-0312L130 Þ 0.0312 1/8 1 1/2 0.090 130°

080-0625.130 Þ 080-0625L130 Þ 0.0625 1/8 1 1/2 0.200 130°

080-0938.130 Þ 080-0938L130 Þ 0.0938 1/8 1 1/2 0.200 130°

080-1250.130 Þ 080-1250L130 Þ 0.1250 1/8 1 1/2 0.200 130°

90° Included Point Angle

130° Included Point Angle
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SERIES 080 WORKPIECE MATERIAL

Coating
~30HRC

Steel
30~40HRC

Steel
~55HRC

Hardened Steel
~68HRC

Hardened Steel Stainless
Steel Cast Iron Aluminum Graphite Copper

Alloy Brass CFRP Plastic Thermoset
Plastic Plastic

High Density Nickel /
Cobalt

Titanium
Alloy

AlTiN � � � � � � � � � � � � � � �
Uncoated � � � � � � � � �

Recommended Cutting Conditions � Page L212

DRILLS

END MILLS

ROUTERS

THREAD MILLS
& TAPS

ENGRAVERS

BORING
BARS

REAMERS
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3.00mm SHANK
MICRO SPOTTING DRILLS

0.15mm - 3.00mm DIAMETER
Mirror Surface Finishes

Sub Micron Grain Carbide

MICRO SPOTTING DRILLS Series 081

ØD

Ødh6

L1

L2

4 Facet Point Geometry

Uncoated AlTiN Coating Dimensions (mm)
Point
AnglePart Number Stock Part Number Stock ØD+0.000mm

–0.008mm Ødh6 L1 L2

081-0059.90 Þ 081-0059L90 Þ 0.15 3.00 38.00 0.65 90°

081-0098.90 Þ 081-0098L90 Þ 0.25 3.00 38.00 0.90 90°

081-0157.90 Þ 081-0157L90 Þ 0.40 3.00 38.00 1.15 90°

081-0197.90 Þ 081-0197L90 Þ 0.50 3.00 38.00 1.30 90°

081-0394.90 Þ 081-0394L90 Þ 1.00 3.00 38.00 2.30 90°

081-0591.90 Þ 081-0591L90 Þ 1.50 3.00 38.00 5.00 90°

081-0787.90 Þ 081-0787L90 Þ 2.00 3.00 38.00 5.00 90°

081-1181.90 Þ 081-1181L90 Þ 3.00 3.00 38.00 5.00 90°

Uncoated AlTiN Coating Dimensions (mm)
Point
AnglePart Number Stock Part Number Stock ØD+0.000mm

–0.008mm Ødh6 L1 L2

081-0059.130 Þ 081-0059L130 Þ 0.15 3.00 38.00 0.65 130°

081-0098.130 Þ 081-0098L130 Þ 0.25 3.00 38.00 0.90 130°

081-0157.130 Þ 081-0157L130 Þ 0.40 3.00 38.00 1.15 130°

081-0197.130 Þ 081-0197L130 Þ 0.50 3.00 38.00 1.30 130°

081-0394.130 Þ 081-0394L130 Þ 1.00 3.00 38.00 2.30 130°

081-0591.130 Þ 081-0591L130 Þ 1.50 3.00 38.00 5.00 130°

081-0787.130 Þ 081-0787L130 Þ 2.00 3.00 38.00 5.00 130°

081-1181.130 Þ 081-1181L130 Þ 3.00 3.00 38.00 5.00 130°

90° Included Point Angle

130° Included Point Angle
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SERIES 081 WORKPIECE MATERIAL

Coating
~30HRC

Steel
30~40HRC

Steel
~55HRC

Hardened Steel
~68HRC

Hardened Steel Stainless
Steel Cast Iron Aluminum Graphite Copper

Alloy Brass CFRP Plastic Thermoset
Plastic Plastic

High Density Nickel /
Cobalt

Titanium
Alloy

AlTiN � � � � � � � � � � � � � � �
Uncoated � � � � � � � � �

Recommended Cutting Conditions � Page L212


